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Five Reasons Why Customers Choose 


The New 


BUCKEYE 
TRUCK JACK 


Here’s a jack that customers see at a glance is 
out of the ordinary. What’s more, after they 
have examined a “Buckeye,” no other jack will 
fill the bill for them. For Buckeyes have 
features found in no other jack. 
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1. Here is a tremendously powerful jack which is 
telescopic. This is a decided advantage, for it 
makes the jack more compact, easy to carry 
and easy to place under the truck. 


2. Buckeyes have “the reach” on other jacks. 
They drop to 10°s inches when collapsed, and 
raise to 232 inches when extended. 


3. All working parts are protected. Customers 
can’t put a Buckeye out of commission by an 
accidental blow. Moreover, the handle and 
ratchet cage are the same as used on our high- 
powered railroad jacks—another feature of 
strength. 


4. All the load is carried on ball bearings. 


5. Length of handle is carefully designed with 
relation to leverage to give short, easy stroke 
and powerful action. And the total weight of 
the jack is less than that of any other jack of 
corresponding power. 


Dealers: Be sure to specify Buckeye 
Jacks in your next order. They are 
what your customers want, will prove 
most satisfactory and have a large 
margin of profits. 
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Manufacturers: Don’t cheapen 
your reputation and that of your 
product by supplying inferior equip- 
ment. Supply Buckeye Jacks—par- 
ticularly since the price is right. 
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THE BUCKEYE JACK MFG. CO. 
ALLIANCE OHIO 
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Truck Jack 
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SEGURROGDUDODIONNDEDGO DE 


“SOLORODUOODOUNODSQSENRDOUAISONERODERDGUONGDAOSDEONTOUDEDASUOUES BERS 
Three, five or seven and 
one-half ton quick-acting 
Truck Jack. 
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SSULDULUOUECULANDAGDOUEDEUUODEAUOROGREDEEEAUOENEDOUAUQOREUERODECROOUEDDERROOOCUOURERD 
A strong and reliable 5 ton 
Truck Jack, fitted with 
quick hand adjustment. 
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Whe Most Gmplet e 
Line f Jacks intheWorld 


BUCKEYE 


The Buckeye line of jacks is com- 
plete. It includes all the most 
popular types for light or heavy 
passenger cars or trucks. 
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TMM Cnc 
3% ton adjustable Foot 
Jack. This foot may be 
used as side lift, as shown, 
or turned over as an exten- 
sion top. 


Ten ton Telescopic Truck Jack. 
Jack stands 10%” high and has a 
continuous lift up to 2344” high 
and operates on ball bearings. 
Unusually powerful, convenient 
and efficient jack. Recommended 
for trucks with large pneumatic 


For that reason, manufacturers who 
wish to equip their cars with jacks 
can find just the model they need— 
made by a factory on a production 
basis which brings costs to a 
minimum. 


Ten ton Auto- 
matic Lowerin 
Jack for genera 
purpose or auto- 
motive uses. 
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Likewise, dealers and jobbers who want to 
sell the most profitable line of jacks find 
that Buckeye fills their needs. For the 
line includes also many of the best selling 
jacks today. Patented by us and made by Fe 
no other jack manufacturer. : 
It will undoubtedly pay you to get our 
catalog describing our entire line of jacks. 
It will be sent to you on request. 
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Write for It 
THE BUCKEYE JACK MFG. CO. 


ALLIANCE OHIO 


Five ton Automatic Lowerin g 
Truck or General Purpose Jack. 
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The most complete line 
of jacks in the world. 
Made in one of the largest 
plants devoted exclusively 
to jack production. 


5-ton 
Automatic 
Lowering 


214 tons 
Ratchet 


10-ton 
Telescopic 
2314” lift 


These illustrations show 
the wide variety of 
Buckeye Truck Jacks. 
We guarantee the work- 
manship and capacity of 
every one of them. 


All castings of malleable 
are made in ovr own 
plant. All other parts 
are of the same highest 
quality. 

We supply repair parts 
for all jacks. 


® THIS SYMBOL IN ANY ADVERTISEMENT MEANS SEE “CHILTON oO 


It is Better to Carry a Single Line 
of Jacks 


with the variety and reputation for 
quality of Buckeye, than to carry 
jacks selected from various lines. 
Concentration on the Buckeye line 
keeps your investment at a mini- 
mum, permits consistency in selling 
customers, insures buyer satisfaction 
and marks your establishment as 
the Buckeye center of your locality. 
Put all your sales effort behind 
Buckeye Jacks, where it will 
give the biggest and most 
lasting results. We will 
gladly furnish you with in- 
formation and terms. 


10-ton 
Automatic 
Lowering 


5§-ton 
Adjustable 


314-ton 

Ratchet 
Extension 
Top 


3, 5 and 
71 ,-ton 
Gear and 
Ratchet 


THE BUCKEYE JACK MFG. CO. 
ALLIANCE OHIO 
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BUCKEYE Jacks to meet 
every railway requirement 


We make jacks suited to every railroad 
requirement. Our No. | Trip-Track Jack 
is of special use in track work—-positive, 
speedy and ruggedly durable. For difficult 
car and track operations, where ordinary 
jacks cannot be used, the Special Emergency 
Jack No. 239 will save the situation by 
reason of its almost universal adjustability. 
By means of the adjustable step on the over- 
hanging claw foot the original raise of the 
rack will be retained, a special important 
feature with Buckeye Emergency Jacks. 


The Buckeye Jack Mfg. Co. 
Alliance, Ohio 


62 
Special Jack for Large 
Pneumatics 
Extensive use of large pneumatics on 
heavy trucks necessitates the use of a 


low standing substantial jack with an 
extremely high raise. To fulfill this need 
the engineering department of the Buck- 
eye Jack Mfg. Co., Alliance, Ohio, has 
designed such a tool. It is known as the 
Buckeye No. TT5, and is featured by its 
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ease of operation, weight and strength as 
well as high raising ability. 

It is cylindrical in form, which con- 
struction is claimed to give’ greater 
strength than jacks built of angular pro- 
portions. The jack is raised and lowered 
by action of a combination of screws. 
The screws are propelled by a stub tooth 
gear and pinion. The entire weight of the 
load is carried upon a large ball-bearing 
which lays in a substantial bearing plate. 
The manufacturer points out that there 
are no small working parts or locks to 
become broken or jammed. Briefly, this 
jack is said to combine strength with 
lightness of weight. 

The use of the long handle in this jack 
of heavy capacity has been abolished for 
a quick and easy operating ratchet and 
bar handle construction similar to that 
used on the Buckeye Railroad Journal 
Jack. This construction is said to elim- 
inate needless movement and effort on the 
part of the repairman working under a 
car. 


Disassembled and Assembled Views of the New Buckeye Truck Jack 
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